MOLEC

LUBRICANTS

MOLEC® MG EXTRA HYDRAULIC OIL is a superior quality high-viscosity index, multi-grade hydraulic oil with outstanding all-season performance.

This hydraulic oil is formulated with a premium base oil and fortified with an effective anti-wear additive package with enhanced EP performance

and an outstanding shear stable polymer which reduces wear in high-speed, high-pressure vane/gear pumps. These properties help provide long oil life,
reduced shear rate and minimized deposit formation in hydraulic systems operating in severe conditions.

MOLEC® MG EXTRA HYDRAULIC OIL is recommended for hydraulic and fluid power systems that are subjected to extremely wide temperature variations
and provides excellent pump-ability at low temperatures and the extremely high viscosity index ensures stay-in-grade performance in high temperatures.

TECHNICAL DATA: BENEFICIAL QUALITIES:

Consolidate and streamline your hydraulic systems to

SPECIFICATIONS ASTM MG EXTRA 1 product in all-seasons

P_mduc_t N“mbef 50750 High performance additives reduce wear and protect pumps
Viscosity @ 40°C, cSt D4072 33 and components and extend equipment life

stcosfty @ 100°C, cSt D4072 b Delivers additional protection for hydraulic pumps over a
Viscosity Index D2270 200> wider operating temperature range

Specific Gravity @ 60°F D4052 0.855 Enhanced shear stability provides the required oil film to
Pour Point, °C D97 -43 protect parts over a longer service life

Flash Point, °C D92 225 Fast air release and anti-foam control prevent destructive
Zinc, % Mass D4951 0.04 cavitation and aeration

Reduce wear and corrosion, strong hydrolytic stability and wear
protection reduce the negative impact of unavoidable water
condensation in your machinery after shut-down

Good compatibility with elastomers and seals

APPLICATIONS:

Industrial and mobile equipment hydraulic systems operating at high ASTM D6158 GM LS-2

pressures and temperatures in extreme applications Parker (Denison) HF-0, HF-1, HF-2 Eaton 03-401-2010
Systems where a multi-grade hydraulic oil can streamline oil selection, DIN 51524-3 HVLP Type JCMAS HK P041
improve low temperature performance and have enough viscosity to MAG IAS P-68 (32) ISO 11158

operate in warmer ambient temperatures Bosch Rexroth RD90220 U.S. Steel 127, 136

Systems requiring a high degree of foam control, rust and corrosion
protections, load carrying ability and anti-wear protection

AVA"_ABI_E PACKAGING ® 18.9L Pails © 205L Drums ® 1000L Totes
PRODUCT CODES: - so7s0

MOLEC Lubricants takes no responsibility for product misuse or misapplication. Always follow OEM recommendations for fluid viscosity and API Service category.
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