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MX SERIES HYDRAULIC OILS
MOLEC® MX SERIES HYDRAULIC OILS are superior quality lubricants that are formulated with high viscosity base oils and premium quality additives to 
deliver robust, heavy-duty performance. These long lasting, anti-foaming oils are designed to protect the life of high speed hydraulic pumps and motors; 
offering superior protection against water contamination, rust, corrosion and oxidation.

MOLEC® MX SERIES HYDRAULIC OILS will outperform typical commercial formula hydraulic oils on the market in terms of thermal, oxidative and hydrolytic 
stability. These oils are an excellent choice for common hydraulic applications requiring a mono-grade anti-wear hydraulic oil.

TECHNICAL DATA:
SPECIFICATIONS   MX22  MX32  

Product Number    50732 50743  

Kinematic Viscosity @ 100˚C, cSt 

    

Kinematic Viscosity @ 40˚C, cSt     

Viscosity Index 
    

Specific Gravity @ 60˚F 

    

Pour Point, ˚C 

    

Oxidation Stability, (D943), Hrs

     

Rust Characteristics (D665), A&B 

    

Flash Point, ˚C 

    

    

   
    

BENEFICIAL QUALITIES:
• Fast air release and great foam inhibition minimizes pump   
   cavitation in systems with high circulation rates.

• Good water separation (demulsibility) facilitates water removal.

• Outstanding thermal and oxidation stability that reduces the 
   formation of deposits in reservoirs.

• Provides excellent wear protection.

• Minimum viscosity changes over a wide temperature range

APPLICATIONS:
• AFNOR E 48-603
• B.F. Goodrich 0152 Racine, variable volume vane pump
• Bosch Rexroth RD90220
• DIN 515241, Part 2
• Eaton Brochure 03-401-2010
• For use in all types of piston, gear and vane pumps used  
   in industrial, mobile and marine systems. 

• Fives P-68 (AW 32), P-69 (AW 68), P-70 (AW 46)
• General Motors LS-2, LH-03, LH-04, LH-6
• Lee-Norse 100-1
• Parker (formerly Denison) HF-0, HF-1 (piston pumps), 
HF-2 (vane pumps)
• U.S. Steel 127, 136
• Recommended for use in equipment operating in high 
   temperature and high humidity environments. 

AVAILABLE PACKAGING:

PRODUCT CODES:

• 18.9L Pails • 205L Drums • 1000L Totes

• 50732 (MX22) • 50743 (MX32)• 50744 (MX46)• 50748 (MX68)• 50750 (MX100)

MX46
50744

MX68
50748

MX100
50750

0.855 0.857 0.859 0.866 0.866
22 32 46 67 100
4.5 5.7 7.3 9.1 12.0
120 120 120 111 110

210 225 235 252 260

-50 -42 -36 -34 -27

5000+ 5000+ 5000+ 5500 4500+
Pass Pass Pass Pass Pass


