
MOLEC Lubricants takes no responsibility for product misuse or misapplication. Always follow OEM recommendations for fluid viscosity and API Service category.

Molec Lubricants:Plamondon, Alberta, Canada T0A 2T0 • www.moleclubricants.com • (780) 798-2224

MINE PRO 3% MOLY GREASE
MOLEC® MINE PRO 3% MOLY GREASES are heavy-duty grease products that have been developed from extensive real world field testing to deliver 
maximum protection in pins and bushings that are commonly found on off-road Mining, Logging, Construction and Road Building equipment. These 
grease products are designed to stay in place under the harshest operating conditions; keeping out water, dirt and mud and delivering maximum pin 
protection on heavy loads, in both Hot summer and Cold winter weather conditions.

  

  

  

  

  

  

  

   

  

  

  

  

  

BENEFICIAL QUALITIES:
• Increase equipment and component life by extending the life of 
   your pins and bushings

• EP 0 will pump in cold arctic weather conditions, the Full 
   Synthetic base oils ensure optimum grease movement in even the 
   coldest arctic climates, ensuring pin and bushing lubrication.

• EP 1 is designed for cold winter conditions with Full Synthetic 
   base oils, it pumps well but still stays in place with warmer 
   daytime ambient temperatures.  

• EP 1.5 is a perfect balance of performance and protection for 
   year-round applications. The Full Synthetic base oils ensure 
   optimum mobility in cold temperatures while eliminating the risk 
   of oil bleeding in warmer ambient temperatures. 

• EP 2 will stay-in-place in hot summer conditions, resisting 
   pushout and offering maximum protection the most hostile and 
   heavy load applications. 

AVAILABLE PACKAGING:

PRODUCT CODES:

• 15oz Tubes • 120lb Kegs 

• 50550 (EP0) • 50551 (EP1) • 50552 (EP1.5) • 50553 (EP2)

TECHNICAL DATA:
SPECIFICATIONS   

Product Number 

NLGI Grade

Cone Penetration @ 77˚F

Dropping Point, ˚C

Colour

Appearance

  

  

  

  

Base Oil Viscosity, cSt @ 40˚C 

Mobility @-18˚C (O F) g/min
Mobility @-35˚C (O F) g/min

Super Fine Moly, WT%

Four Ball Wear, mm

Four Ball EP Weld PT KG

Timken OK Load, Lbs

Water Washout

  

  

  

  

  

  

  

  

Rust Prevention

ASTM 

D217

D2265

VISUAL

VISUAL 

CALCULATION

D445 

D2266

D2596

D2509

D1264

D1743

USS DM-45
USS DM-45

MINE PRO EP 0

50550

0

355-385

265

Grey 

Smooth

46

0.45

620

Pass
15.1

3%

MINE PRO EP 1

50551

1

310-340

280

Grey 

Smooth, Tacky

46

0.45

800

55

Pass
3%

>5

MINE PRO EP 1.5

50552

1.5

290-320

300

Grey

Smooth, Tacky

100

<0.45

800+

60

Pass
0.30

3%

Less than 3%

MINE PRO EP 2

50553

2

265-295

300

Grey

Smooth, Tacky

320

0.40

1000

60

Pass
3%

Less than 1%


