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PREMIUM BLUE 797 EP 1.5 ALL-SEASON GREASE
MOLEC® PREMIUM BLUE 797 EP 1.5 is a high-performance all-season calcium sulfonate grease that delivers superior results. Developed with Full Synthetic 
Base oils, this grease exhibits excellent inherent properties which provide exceptional lubricity, thermal stability, shock load capability and water washout 
resistance. This advanced formulation utilizing the latest polymer technology has proven to outperform traditional soap greases by providing increased 
mechanical stability, shear stability and stay-in-place performance that resists pound out which typically extends re-greasing intervals, thus reducing overall 
grease consumption. This grease is capable of handling extreme pressure loads and provides long term protection in the most demanding applications.

TECHNICAL DATA:
SPECIFICATIONS  ASTM  PREMIUM BLUE 797  

Product Number    50515 

   1.5 

 D217  290-320 

Viscosity Index 

 D128  Calcium Sulfonate 

 D2265   300 

 D445  100 

 D2270   146+ 

Colour

Appearance

Four Ball Weld Pt, KG

Timken OK Load, lbs

Rust Test

Four Ball Wear Scar Dia, mm

Copper Corrosion

Grease Mobility @ -35˚C, g/min

Water Washout @ 100˚F

 VISUAL  Blue 

 VISUAL  Smooth, Tacky 

 D2596  800 

 D2509  60 

 D1743  Pass

D2266 0.45

D130 1a

LT37 0.30

D4049 Less than 3%

 

BENEFICIAL QUALITIES:
• Consolidate to 1 grease product company wide for optimal 
   year-round protection across all equipment

• Excels in forestry processor heads, maximum pin protection 
   without moly helps ensure proper wheel measurements

• Excels in gold wash plants, repelling water washout and conveyor 
   systems that are under constant water, mud and dust exposures. 

• Handles heavy load, high heat applications and resist breakdown

AVAILABLE PACKAGING:

PRODUCT CODES:

• 15oz Tubes • 120lb Kegs

• 50515

NLGI Grade

Cone Penetration @ 77˚F

Thickener Type

Dropping Point, ˚C 
Base Oil Viscosity, cSt @ 40˚C


