MOLEC

LUBRICANTS

REDGUARD PRO GREASE

MOLEC® REDGUARD PRO is a heavy-duty highly versatile, long-life, lithium complex based grease designed for extreme pressure performance and extended
lubrication intervals in a variety of industrial, farm and fleet applications. These grease products are formulated with premium base oils and a very
selective additive system to provide tacky and robust performance.

MOLEC® REDGUARD PRO grease is a confident choice for all-season, multi-purpose applications due to the enhanced heavy-duty performance properties.
REDGUARD PRO 322 EP?2 is NLGI GC-LB certified and licensed for wheel bearing applications. Available in two NLGI grades for optimal application
performance.

TECHNICAL DATA: BENEFICIAL QUALITIES:
_ Demonstrates excellent versatility — works in a wide variety of

Product Number 50591 50592 industrial, farm and fleet applications.
NEGHGrads 1 2 Protects both plain and anti-friction bearings
Cone Penetration @ 77°F D217 310-340 265-295 - '
Thickener Type D128 LITHIUM COMPLEX  LITHIUM COMPLEX 322 EPZ certified and licensed for NLGI GC-LB grease
. e specification
Dropping Point °C D128 240 260
Base 0il Viscosity, cSt @ 40°C D445 190 190 Withstands Pressure and Reduces wear — Demonstrates
Base Oil Viscosity, cSt @ 100C D445 20 2 superior EP characteristics
Viscosity Index D2270 95> 95> Provides exceptional film strength and protects against wear
Colour VISUAL RED RED .
. Takes the heat and the cold - Performs well in broad
ppearance VISUAL SMOOTH, TACKY SMOOTH,TACKY temperature range
Timken OK Load, Ib’s D2509 50 60
Four Ball EP Weld Pt, KG D2596 100 200 Demonstrates excellent pump-ability for cold weather
Rust Prevention D743  PASS PASS applications.
Water Washout, % Loss D1264 3 MAX 14 Exhibits high dropping point
Four Ball Wear, mm D2266 0.6
Low Temp Tourque @ -40°C D4693 15.5 15.5 MAX

AVAILABLE PACKAGING: - 1202 Tubes « 35ib Pails « 120Lb Kegs

AUTOMOTIVE

WHEEL BEARING & CHASSIS
LUBRICANT

PRODUCT CODES: - 50591 (321 £P1) « 50592 (322 EP2) GC-LB

MOLEC Lubricants takes no responsibility for product misuse or misapplication. Always follow OEM recommendations for fluid viscosity and API Service category.
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